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MONITORING GENERAL NOTES:

It has been determined that the Increase In turbidity at the specified locations will be representative

of the increase in furbidity for all waters leaving the site. Approved primary and alfernate

representative monitoring sites are identified in the table.
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(According fo the EPD, additional monitoring sites may be required depending on significant changes

in typical sections)
The primary site specified should be used as the initial sampling location. T he alfernafe sampling
sites may be used if addifional sampling is required and/or if the primary sampling sife is
no longer located within the active phase of construction. A representative from the Department's
Office of Environmental Compliance will be responsible for selecting additional alfernate monitoring
focations within the active phase of construction,when the designated site is nof within the
active phase of construction.

MONITORING SAMPLING METHODS & PROCEDURES

See Special Provision 167 and other confract documents for Monitoring Sampling Methods

and Procedures.

REVISION DATES STATE OF GEORGIA
DEPARTMENT OF TRANSPORTAT/ON
GEORGIA OFF | CE : ROAD AND AJ/RPORT DES/GN
DEPARTMENT ESPC GENERAL NOTES
OF
DRAWING No.
TRANSPORTATION 51 2
3///@007 GF‘EN

[0/22/2000 9: 0103 AM \NGDOT-DSNINGOPLOTNQUF \go_t IfF_output. gof gowens M:NGARYNCrolsTon Confrol general nofesh\bZ-Z. prf




